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Form 9-8810 SUBM1T IN Form approved.
(May 1963) (Other instructions on Budget Bureau No. 42-Rid25.

UNITED STATES reverse sia•>

DEPARTMENT OF THE INTERIOR
. LEME DESIGNATION A DS IAL NO.

GEOLOGICAL SURVEY 14-20-H62-3404

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACI . IFINDÍAN,ALLOTTEE RTRIBENAME

Ute1a. TYPE or woxK

I)RILL DEEPEN PLUGBACK ÚNIT AGREEMENT NAMlb

b. TYPE OF WELI;

L OTHER
ONNELE

O
PLE $Ë OR A AMÈ

2. NAME OF OPERATOR

COUGAR EXPLORATION . WELL NO.

3. ADDRESS OF OPERATOÈ #1-2
ßÒX 2304 Casper, Wy 82601 1o. FIELD ANb POOL, OR ILDCAT

4. LocATroN or wmLL (Report location clearly and in accordance with any State requirements.*)
At surface

644' FEL 777' FSL Section 2, T5S, RAW, U.S.B.& M. 11. c., úz on an".
At proposed prod, zone

Same Sec. 2, T5S, R4 U.S.B.& M.
14. DISTANCE IN MILES AND DIRECTION PROM NEAREST TOWN OR POST OFFICE* 12. C0UNTY ÒR PARISH STATE

17. 1 Miles Southwest of Myton Duchesne útah
1Õ. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATIOÑTO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. 640 40(Also to nearest drig. unit line, if any)

1$. DISTANCE FROM PROPOSED LOCATION* 10. PRÒPOSED DEPTIi 2Û. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
on APPHED TOR, ON THIS LEAsa, vr. 10p00 Rotar

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. ÄPPROI DATE WORK WILL START*

6105' Sep , TS, 980
23. PROPOSED CÀSING AND CHMENTING PR

SIEE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITYOF CEMENT

15" 13 3/8" Conductor Pipe 100' Cement to Surface
12½;" 9 5/8" 32# 1000' 200 sacks

8 3/4" 5½" 32# 10000 400 sacks

See 10 Point and Attachments

APPROVED BY THE DIVISION
OF OIL, GA MiN1NG
DATE:

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If PTOPOSRÎÎ8 ÌØ deepen or plug back, give data on present productive zone and proposed new productive
zone. If þro s to 11 o pen etionally, give pertinent data on subsurface locations and measured and true verticíl depths. Give blowout
preventer ogram, if any.

(This space for Federal or State odice use)

PERMIT NO. APPROV4T. DATF.

APPROÝED BY TTTT.10 DATID
CONDITIONS OF APPROVAL, IF



PROJECT

COUGAR EXPLORATIOR

T 5 S R 4 W , U. S. B. M. Wet location UTE # / -7,

located as shown in the SE 1/4
NS9°14"E SE I/4 Section 2, TSS, R4W,

U.S.B.8 M. Duchesne County, Utah.
79. 94

Loi 4 Loi 3 Lot La/ /

CER FC

THIS (3 TO CERTIFy THAT NE ABOVE PLAT WAS PREPARËO FROM
FIELD NOTES OF ácTUA SURVEYS úAD( BY ME OR UNDER MY
SUPERVISION AND THAT THE SAME ARE TR AND CORRÈCT TO THE

EST OF MY KNO rtEDG AN $ÉL E

REGisTERED ND SURVEYO//TE # / - 2 644 mesist «ron ne 24s4
STATE OF UTAH

E/ev. Ungraded Grdund . Comp.

6/05 UINTAH ENGINEERING & LAND SURVEYING
BOX 4 110 EAST - FIRST SOUTH

79. 52
ERNAL UTAH - 84o7e

S89°46 W SCALE DATE
4/28/80

PARTY EFE ENCES
X = Section Corners Locoted N J.M S. S.B. OLO Plot

Roin & Cloydy 4
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CDUCAREXPLDPATllN
Ute #1-2

SESE Section 2, TSS, R4W
Duchesne County, Utah

1. GEOLOGIC NAMEOF SURFACL FORMAT10N:

Green River

2. ESTIMATEDTOPS OF IMPORTANTGLOLOGlE MARKERS:

Base to 6710' Green River
6700 to 10,700' Wasatch

3. ESTlMATEDDEPTHS OF AN11CllATLD WATLR,OlL, GAS, OR 0THER MINERALBEARINGFMS:
400' Water

5000' Oil and Gas
6000' to Total Depth Oil and Gas

4. CASINGPROGRAM:

100' of 13 3/8 Conductor Pipe
1000' of 9 5/8 32 pounds

10000' of 5 1/2 32 pounds

5. BOP PROGRAM: (See attachec Figure 3)

A. 1 10" 900 Series Rotat ng Head
B. 1 11" 900 Series Cameron Double Gate

1 Pipe Ram
1 Blind Ram

C. 1 11" Hydrill
D. Choke System
E. B0P's and choke manifold will be installed and pressure tested before

drilling out from under surface casing and will be checked daily as to
mechanical operating condition.

6. DRILLING FLUID:

Hole will be air drilled. A large rotary air compressor rated at 1500 CFM(1600 psi) will be used to drill hole. If a significant flow of H,0 is
encountered, soap mist injECtiOn will be used to the 6500' level, thenwell will be drilled with mud to Total Depth.

. AUXlLIARYEQUIPMENT:

A. Kelly Cock
B. Drill Pipe Float
C. A sub on the floor with a full opening valve to be stabbed into

drill pipe.

8. TESTING, LOGGING, OR CORINE:

A. No open hole tests will be run.
B. Dual induction Laterolcg, CNL Density.
C. Fraturing or other treatment program information not known at present.A program will be submitted prior to operation for approval. A basicfrac equipment layout is shown in Exhibit "E".
D. No coring



COUGAREXPLORATION
Ute #1-2

SESE Section 2, T5S, R4W
Duchesne County, Utah

9. ABNORMALPRESSUREOR TEMPERATURE:

No abnormal pressures or temperatures are anticipated based on information
from other drilled holes in the area.

10. STARTlNGDATE:

December 5,



CCUGAR EXPLORATION

13 Pcint Surface Use Plan

for

Well Location

Ute £1-2

Located in

Section 2, TSS, RAW, U.S.B.& M.

Duchesne County,



COUGAR EXPLORATION
Ute #1-2
Section 2, T5S, RAW, U.S.B.& M.

1. EXISTING ROADS

See Topographic Maps "A" & "B",

To reach COUGAR EXPLORATLON well location, Ute #1-2, located in
the SE¼ SE¼ Section 2, T5S, RAW, U.S.B.& M. from Myton, Utah:

Proceed Westerly out of Myton, Utah along U.S. Highway 40 j-
9.2 miles to its junction with an improved county road to the Southwest;
proceed Southwesterly along this road 6.6 miles to its junction with an
unimproved dirt road to the West; proceed Westerly along this road 1- 1.3
miles to its junction with the proposed location site.

U.S. Highway 40 is a bitsminous surfaced road from Myton to the
beginning of the county road. This highway is maintained by state road
crews. The county road described above is a dirt road that was constructed
out of the materials accumulated during its construction. The county
road is maintained by Duchesne County Forces. The last 1.3 miles of road
is a two track dirt road and will require extensive upgrading. This will

be considered in Item #2.

There is no anticipated construction on any other of the above
described roads. They will meet the necessary standards required to
facilitate an orderly flow of traffic during the drilling, completion,
and production phases of this well.

See Topographic Map "B" for the surface ownership in the immediate
area of the location.

2. PLANNED ACCESS ROAD

See Topographic Nap "B".

There will be no planned access road, however, the last 1.3 miles
of road described in Item #1 will require extensive upgrading. This upgrading
will meet the following requirements:

The maximum grade along this road will not exceed 8%. The vegetation
along this road consists of Juniper and Pinion Pine with sparce amounts of
sagebrush and grasses.

This road begins near the bottom of Sowers Canyon and then climbs to
a bench area above the canyon mentioned above.

The unimproved road will be widened to be an 18' crown road (9' either
side of the centerline), with drain ditches on either side where determined
necessary in order to handle any normal meteorological conditions prevalent
to the



COUGAR EXPLORATION
Ute #1-2
Section.2, T5S, RAW, U.S.B.& M.

2. PLANNED ACCESS ROAD - cont...

Side slopes along the cut areas of this road will be 1½ to 1 slopes
and terraced.

There will be no culverts required along this road, there are no
major drainages encountered along this road.

There are no fences encountered along this road, there will be no
cattleguards or gates required.

3. LOCATION OF EXISTING WELLS

See Topographic Map "B".

There are no known water wells, producing wells, abandoned wells,
temporarily abandoned wells, drilling wells, shut in wells, injection wells,
monitoring or observation wells for other resources within a one-mile
radius of this location site.

4. LOCATION OF EXISTING & PROPOSED FACILITIES

At the present time there are no COUGAR EXPLORATION production
facilities, tank batteries, oil gathering lines, gas gathering lines,
injection lines, or disposal lines within a one-mile radius of this location
site.

In the event that produe:ion is established at this location site,
all production will be contained within the area of the proposed location
site. It is not known at this time what future production facilities will
be required at this well site. In the event production is established
plans will be submitted to the proper authorities in detail stating the
proposed containment and transportation of the produced fluids. Any area
required for any future production facilities will be constructed using
bull dozers, graders, and workman crews to construct and place the facilities.

If there are any deviations from the above paragraphs, then all
appropriate agencies will be norified prior to construction and all necessary
requests and applications will be made.

Rehabilitation of disturbed areas no longer needed for operations
after consturction is completed will meet the requirements of Item #10.

5. LOCATION OF AND TYPE OF WATER SUPPLY

See Topographic Map



COUGAR EXPLORATION
Ute #1-2
Section 2, T5S, R4W, U.S.B.& M.

5. LOCATION OF AND TYPE OF UATER SUPPLY - cont...

Water to be used in the drilling of this well will be hauled by
truck over the existing road described in Item #1 from the Duchesne River
near Bridgeland, Utah, approximately 8.3 miles by road Northeast of the
proposed location site.

If this water source is not used, then the necessary arrangements
will be made to acquire the water from other sources and will be hauled by
truck over portions of the roads that are described in Items #1 and #2.

The local governmental agencies and any other parties involved
will be notified of any deviations and all governing guidelines and regulations
will be strictly adhered to.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction materials for this location site and access road
shall be borrow materials accumulated during construction of the location
site and access road. No additional road gravels or pit lining material
from other sources are anticipated at this time, but if they are required, the
appropriate actions will be taken to acquire them from private sources.

The native materials that will be used in the construction of this
location site and access road will consist of sandy-clay soil and sandstone
and shale material gathered during the actual construction of the road and
location.

7. FŒTHODS FOR HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be corstructed.

The reserve pit will be approximately 10' deep and at least one-half
of this depth shall be below the surface of the existing ground.

One-half of the reserve çit will be used as a fresh water ãtorage
area during the drilling of this well and the other one-half will be used to
store non-flammable materials scch as cuttings, salts, drilling fluids, chemicals,
and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic



COUGAR EXPLORATION
Ute #1-2
Section 2, T5S, RAW, U.S.B.& M. '

7. METHODS FOR HANDLING WASTE DISPOSAL - cont....

At the onset of drilling, the reserve pit will be fenced on three sides
and at the time drilling activities are completed, it will be fenced on the
forth side and allowed to dry completely prior to the time that backfilling
and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the pits
will be covered with a minimum of four feet of soil and all requirements in Item
#10 will be followed.

All garbage and other waste material will be contained in a trash basket
made of small mesh wire and will be taken to the nearest sanitary landfill
for disposal upon completion of the well.

A portable chemical toilet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none
forseen in the near future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

All involved agencies shall be notified before any construction begins
on the proposed location site and road.

As mentioned in Item #7, the pits will be unlined unless it is determined
by the representative of the agencies involved that the materials are too porous
and would couse contamination to the surrounding area; then the pits will be lined
with a gel and any other type of mate::ial necessary to make them safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, it shall be stripped and
stockpiled, (See Location Layout Sheet). When all drilling and production
activities have been completed, the location site will be reshaped to the original
contour and stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during the construction activities shall be
restored to their original line of flow as near as possible. Fences around the
pits are to be removed upon completion of drilling activities and all waste
being contained in the trash basket will be hauled to the nearest sanitary land-



COUGAR EXPLORATlON
Ute #1-2
Section 2, T4S, RAW, U.S.B.& M.

10. PLANS FOR RESTORATION OF SURFACE - cont...

As mentioned in Item #7, the reserve pit will be completely fenced
and wired with overhead wire and flagging installed. If there is oil in
the pits, it will be allowed to iry completely before covering.

Restoration activities shall begin within 90 days after completion
of the well. Once completion activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, the location site
shall be reseeded with a seed mi<ture recommended by the surface owner when
the moisture content of the soil is adequate for germination. The Lessee
further covenants and agrees that all of said cleanup and restoration activities
shall be done and performed in a diligent and most workmanlike manner and in
strict conformity with the above mentioned Items 97 and #10.

11. OTHER INFORMATION

The Topography of the General Area (See Topographic Map "B".

The area is at the Southwest end of the Uintah Basin which is formed
by the Book Cliff Mountains and ¯he Green River to the South and the Uinta
Mountains to the North. The area is interlaced with numerous canyons and
ridges formed in sandstone, cobblerock, conglomerate, and shale deposits.

The majority of the smaller drainages are of a non-perennial nature
with normal flow limited to the early spring run-off and heavy thunderstorms
or rainstorms of high intensity that last over an extended period of time and
are extremely rare in nature as the normal annual precipitation is only 8".

The soils of this semi-arid area are of the Uinta Formation and
Duchesne River Formation, (the F:_uviàl Sandstone and Mudstone) from the
Eocene Epoch and Quaternary Epoch (gravel surfaces) and the visible geologic
structure consists of light brownish-gray clays (OL) to sandy soils (SN-NL)
with poor gravels and shales and outcrops of rock (sandstone, mudstone,
conglomerate, and shale).

Due to the low precipitation average, climatic conditions, and the
marginal types of soils, the vegetation that is found in the area is common
of the semi-arid region we are located in and in the lower elevations of the
Uinta Basin. It consists of, as primary flora, areas of Juniper, Pinion Pine,
sagebrush, rabbitbrush, some grasses and cacti, on the upper benches with
cottonwoods, beach, willows, Russian Olives, and grasses along the lower
levels close to the wet areas and streams.

The fauna of the area consists predominately of the mule deer, coyotes,
rabbits, varieties of small ground squirrels and other types of rodents,
and various reptiles common to the



COUGAR EXPLORATION
Ute #1-2
Section 2, T5S, RAW, U.S.B.& M.

11. OTHER INFORMATION - cont...

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The area is used by man for the primary purpose of grazing domestic
livestock.

The Topography of the Irmediate Area (See Topographic Map "B".

Ute #1-2 sits near the top of a ridge above Sowers Canyon. The ground
slopes through this location site to the North into a non-perennial drainage
which drains to the East into Sowers Creek, which drains to the Northeast into
the Duchesne River.

The immediate area around this location is vegetated by sagebrush and
grasses, with sparce amounts of Juniper and Pinion Pine.

All lands that will be damaged by this location site are on privately
owned (Fee) lands. The minerals are owned by the Ute Indian Tribe.

There are no occupied dwellings or other facilities of this nature in
the general area. There are no historical, or cultural sites within any
reasonable proximity of the proposed location site.

It will be determined by a certified archaeologist whether there are
any archaeological findings in the immediate area of this location site.

12. LESSEE'S OR OPERATER'S REPRESENTATIVE

Rance Denton
COUGAR EXPLORATION
Box 2304
Casper, WY 82601

Tele: 1-307-235-0712

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar with
the conditions which presently exist; that the statements made in this plan
are, to the best of my knowledge, true and correct; and that the work
associated with the operation proposed herein will be performed by COUGAR
EXPLORATION and its contractors and sub-contractors in conformity with this
plan and terms and conditions under which it is approved,

DATE Rance
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Form 9-831C Form approved,
(May 1963) (Other instructhms on Budget Bureau No. 42-R1425.

UNITED STATES esata.
DEPARTMENT OF THE INTERIOR

. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICALSUlaVEY 14-20-H62-3404

APPLICATION FOR PËRMITTO DRILL,DEIPEN, R PLUGBACK 6 IFINDIAN,ALLOTTEEOBTEIBENAxin

Ute1a. TYPE OF WOEK

DRILLID DEEPEN PLUGBACKO 7. UNIT AGBEEMENT NAME

b. Trra or wmLL
OW

LL ELL OTHER
NLTIPLE 8. FARM OR LEASE NAME

i NAME OF OPERATOE

COUGAREXPLORATION 9. WELL NO.
s¯

ADDRESS OF OPERATOR

Box 2304 Casper, Wy 82601 io. FIELD AND POOL, OR WILDCAT

4. Locatrox or wmLL (Report location clearly and in accordance with any State requirements.*) WildcatAt surface
644' FEL 777' FSL Section 2, T5S RAW, U.S.B.& M. 11. sac.,2.,a.,s.,oansa.

AND SURVEY OR AREA

At proposed prod. zone

Same Sec. 2, T5S, RAW, U.S.B. M.
14. DISTANCE IN MILES AND DIRECTION FROK NEAREST TOWK OR POST OFr|€E 12. COUNTY OE FARISH 13 STATE

17.1 Miles Southwest of Mytons T)nchesne I
10. DISTANCE FROM PROPOSED* G. NO. OF ACRIIB IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAEEST TO THIS WELL
PROPERTT OB LEASE LINE, FT. 640 40(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCAilON* 19. PROPOSED DIIPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,

OR APPUED BOB, ON THIS IRABE, FT. 10p00 Rotary
21. ELEVATIONS (Show whether DF, RT, GR, ete 22. APPROI. DATE WORK WILL START

6105'È- Sept. 15 1980
23. PItOPOSED CASlNG AND CEMENTDIG PEOGRAM

SIZE OF HOLE SIEE OF CASING WEIGHT PER FOOT SETTING DEPTII QUANTITY OF CEMENT

15" 13 3/8" Conductor Pipe 100' Cement to Surface
124;" 9 5/8" 32# 1000' 200 sacks

.
8 3/4" 5½" 32# 10000' 400 sacks

See 10 Point and Attachmetits

IN ABOVE SPACE DESCRIBM PROPOSEÐ PROGRAM : If proposal is to deepen or pIng bank, give data on present productive zone and proposed new productive
zone. If pro s to II or pen tionaHy, «Ive pertinent data on subsurface locations and measured and true vertical depths. Give blowout

(This space or Federal or Stäte ofBee use)

PERMITN APPROVAL&&ÝE

APPROVED BY TITÝ DATE
CÓNDITIONS OF APPROVAL, IF



PROJECT

COUGAR EXPLORATION

TSS , M 4 W , U.S.B.8 M. **" l°°°"°n, urE # /-2,
located as shown in the SE I/4

NS9°14'E SE I/4 Section 2, TSS, R4W,
U.S.B.B M. Duchesne County, Utah.

79. 94

Lot 4 Lof 3 Lo/ 2 Lot /

o 9
o 2

CER TIFICATE

THIS I$ TO CERTIFY TMAT THE
.

ABOVE PLAT WAS PREPÆRED FROÑ
FIELD NOTES of ACTUAL SURVEYs MADE SY ME OR UNDER ItÝ
SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT /TO TW(

BEST OF MY KNOWLEDGE AND B

REGISTERED AND SUAVEYOft
U TE # / - 2 64 4 REGisTRATioN Na 24$4

E/ev. U:Igraded Ground - (comp.)
STATE OF UTAH

6/05' UINTAH ENGINEERING & I..AND $URVEYiÑG
P 0. BOX Q - 110 EAST - FIRST SOUTd

79. 52 VERMAL, ÛTAH - 84078

SS9°46 W SCALE DATE
!" = 1000' 4 / 28 / 80

PARTY REFERENCES

X = Section Corners Located N.J.M. S.H. S.B. GLO Plot
WEATHER FILE

Roin 8 Cloudy COUGO



Û. NA

scoese
27

Light-duty -
Unimproveddirt



PRO J£CT

COUGAR EXPLORATlON

TSS R 4 W , U. S. B.8 M. w.n ecocon , are <-2,
located es shown in the SE 1/4

NS9 14'E SE I/4 Section 2 TSS, R4W,
U.S.B.SM. Duchesne County, Utah.

79. 94

Lot 4 Lot 3 Lot 2 L of /

o

CERTIFUCATE

TRIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELD NOTES OF ACTUAL SURVEYS MADE BY ME O UNDER MY

5UPERVISIOR ANO THAT THE SAME ARE TRUE AND CORRECT TO THE

BEST OF MY KNOWLEUGE AND SE

UTE # / -
REGISTERED AND SURVENOR

64 REsisTRATioN M 2454
STATE OF UTAH

E/ev. Ungraded Ground - (compa
UINTAH ENGINEERwa à LÄND SURVEYING
P 0. BOX Q - MO ËAST FIRST SOUTH

79. 52
ERKAL, UTAH 84ova

S B9 46 SCALE DATE
= ‡OO 4 / 28/80

PARTY REFERENCES

X Section Coders Locoted 4.M S.H. SB GLO Piaf
JEATHER FILE

Rain & Cloody COUGAR



CDDGAREXPLORATION
Ute #1-2

SESE Sec ion 2, T5S, R4W
Duchesne County, Utah

1. GEOLOGICNAME0E SURFACE FORMATl0N:

Green River

2. ESTIMATEDTOPS OF IMPORTANTGEOLOGIC MARKERS:

Base to 6710' Green River
6700 to 10,700' Wasatch

3. ESTlMATEDDEPTHS OF AN11CIPA1LDWATLR,0]L, GAS, OR OTHERMlNERALBEARINGFMS:
400' Water

5000' Oil and Gas
6000' to Total Depth Oil and Gas

4. CASINGPROGRAM:

100' of 13 3/8 Conductor Pipe
1000' of 9 5/8 32 pounds

10000' of 5 1/2 32 pounds

5. BOP PROGRAM: (See attached Figure 3)

A. 1 10" 900 Series Rotating Head
B. 1 11" 900 Series Cameron Double Gate

1 Pipe Ram
1 Blind Ram

C. 1 11" Hydrill
D. Choke System
E. 80P's and choke manifold will be installed and pressure tested before

drilling out from under surface casing and will be checked daily as to
mechanical operating condition.

6. DRILLING FLUID:

Hole will be air drilled. A large rotary air compressor rated at 1500 CFM
(1600 psi) will be used to drill hole. If a significant flow of H,0 is
encountered, soap mist injection will be used to the 6500' level, then
well will be drilled with mud to Total Depth.
AUXILIARYEQUIPMENT:

A. Kelly Cock
B. Drill Pipe Float
C. A sub on the floor with a full opening valve to be stabbed into

drill pipe.

8. TESTING, LOGGING, OR CORING:

A. No open hole tests will be run.
B. Dual induction Laterolog, CNL Density.
C. Fraturing or other treatment program information not known at present.

A program will be submitted prior to operation for approval. A basic
frac equipment layout is shown in Exhibit "E".

D. No coring



COUGAREXPLORATION
Ute #1-2

SESE Section 2, T5S, R4W
Duchesne County, Utah

9. ABNORMALPRESSURE OR TEMPERATURE:

No abnormal pressures or temperatures are anticipated based on information
from other drilled holes in the area.

10. STARTlNG DATE:

December 5,
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COUGAR EXPLORATION
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COUGAR EXPLORATION
Ute #1-2
Section 2, TSS, R4W, U.S.B.& M.

1. EXISTING ROADS

See Topographic Maps "A" & "B",

To reach COUGAR EXPLORATION well location, Ute #1-2, located in
the SE¼ SE¼ Section 2, T5S, RAW, U.S.B.& M. from Myton, Utah:

Proceed Westerly out of Myton, Utah along U.S. Highway 40 +
9.2 miles to its junction with an improved county road to the Southwest;
proceed Southwesterly along this road 6.6 miles to its junction with an
unimproved dirt road to the West; proceed Westerly along this road + 1.3
miles to its junction with the proposed location site.

U.S. Highway 40 is a bituminous surfaced road from Myton to the
beginning of the county road. This highway is maintained by state road
crews. The county road described above is a dirt road that was constructed
out of the materials accumulated during its construction. The county
road is maintained by Duchesne County Forces. The last 1.3 miles of road
is a two track dirt road and will require extensive upgrading. This will
be considered in Item #2.

There is no anticipated construction on any other of the above
described roads. They will meet the necessary standards required to
facilitate an orderly flow of traffic during the drilling, completion,
and production phases of this well.

See Topographic Map "B" for the surface ownership in the immediate
area of the location.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

There will be no planned access road, however, the last 1.3 miles
of road described in Item #1 will require extensive upgrading. This upgrading
will meet the following requirements:

The maximum grade along this road will not exceed 8%. The vegetation
along this road consists of Juniper and Pinion Pine with sparce amounts of
sagebrush and grasses.

This road begins near the bottom of Sowers Canyon and then climbs to
a bench area above the canyon mentioned above.

The unimproved road will be widened to be an 18' crown road (9' either
side of the centerline), with drain ditches on either side where determined
necessary in order to handle any normal meteorological conditions prevalent
to the



COUGAR EXPLORATION
Ute #1-2
Section.2, T5S, RAW, U.S.B.& M.

2. PLANNED ACCESS ROAD - cont...

Side slopes along the cur areas of this road will be 1½ to 1 slopes
and terraced.

There will be no culverts required along this road, there are no
major drainages encountered along this road.

There are no fences encountered along this road, there will be no
cattleguards or gates required.

3. LOCATION OF EXISTING WELLS

See Topographic Map "B".

There are no known water wells, producing wells, abandoned wells,
temporarily abandoned wells, drilling wells, shut in wells, injection wells,
monitoring or observation wells for other resources within a one-mile
radius of this location site.

4. LOCATION OF EXISTING & PROPOSED FACILITIES

At the present time there are no COUGAR EXPLORATION production
facilities, tank batteries, oil gathering lines, gas gathering lines,
injection lines, or disposal lines within a one-mile radius of this location
site.

In the event that produccion is established at this location site,
all production will be contained within the area of the proposed location
site. It is not known at this time what future production facilities will
be required at this well site. In the event production is established
plans will be submitted to the proper authorities in detail stating the
proposed containment and transportation of the produced fluids. Any area
required for any future production facilities will be constructed using
bull dozers, graders, and workman crews to construct and place the facilities.

If there are any deviations from the above paragraphs, then all
appropriate agencies will be norified prior to construction and all necessary
requests and applications will be made.

Rehabilitation of disturbed areas no longer needed for operations
after consturction is completed will meet the requirements of Item #10.

5. LOCATION OF AND TYPE OF WATER SUPPLY

See Topographic Map



COUGAR EXPLORATION
Ute #1-2
Section 2, T5S, RAW, U.S.B.& M.

5. LOCATION OF AND TYPE OF WATER SUPPLY - cont...

Water to be used in the drilling of this well will be hauled by
truck over the existing road described in Item #1 from the Duchesne River
near Bridgeland, Utah, approximately 8.3 miles by road Northeast of the
proposed location site.

If this water source is not used, then the necessary arrangements
will be made to acquire the water from other sources and will be hauled by
truck over portions of the roads that are described in Items #1 and #2.

The local governmental agencies and any other parties involved
will be notified of any deviations and all governing guidelines and regulations
will be strictly adhered to.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction materials for this location site and access road
shall be borrow materials accumulated during construction of the location
site and access road. No additional road gravels or pit lining material
from other sources are anticipated at this time, but if they are required, the
appropriate actions will be taken to acquire them from private sources.

The native materials that will be used in the construction of this
location site and access road will consist of sandy-clay soil and sandstone
and shale material gathered during the actual construction of the road and
location.

7. METHODS FOR HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will be approximately 10' deep and at least one-half
of this depth shall be below the surface of the existing ground.

One-half of the reserve pit will be used as a fresh water storage
area during the drilling of this well and the other one-half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids, chemicals,
and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fawl, wildlife, and domestic



COUGAR EXPLORATION
Ute #1-2
Section 2, T5S, RAW, U.S.B.& M. '

7. METHODS FOR HANDLING WASTE DISPOSAL - cont....

At the onset of drilling, the reserve pit will be fenced on three sides
and at the time drilling activities are completed, it will be fenced on the
forth side and allowed to dry completely prior to the time that backfilling
and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the pits
will be covered with a minimum of four feet of soil and all requirements in Item
#10 will be followed.

All garbage and other waste material will be contained in a trash basket
made of small mesh wire and will be taken to the nearest sanitary landfill
for disposal upon completion of the well.

A portable chemical toilet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none
forseen in the near future.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

All involved agencies shall be notified before any construction begins
on the proposed location site and road.

As mentioned in Item #7, the pits will be unlined unless it is determined
by the representative of the agencies involved that the materials are too porous
and would couse contamination to the surrounding area; then the pits will be lined
with a gel and any other type of material necessary to make them safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, it shall be stripped and
stockpiled, (See Location Layout Sheet). Khen all drilling and production
activities have been completed, the location site will be reshaped to the original
contour and stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during the construction activities shall be
restored to their original line of flow as near as possible. Fences around the
pits are to be removed upon completion of drilling activities and all waste
being contained in the trash basket will be hauled to the nearest sanitary land-



COUGAR EXPLORATION
Ute #1-2
Section 2, TAS, R4W, U.S.B.& M.

10. PLANS FOR RESTORATION OF SURFACE - cont...

As mentioned in Item #7, the reserve pit will be completely fenced
and wired with overhead wire and flagging installed. If there is oil in
the pits, it will be allowed to dry completely before covering.

Restoration activities shall begin within 90 days after completion
of the well. Once completion activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, the location site
shall be reseeded with a seed mixture recommended by the surface owner when
the moisture content of the soil is adequate for germination. The Lessee
further covenants and agrees that all of said cleanup and restoration activities
shall be done and performed in a diligent and most workmanlike manner and in
strict conformity with the above mentioned Items 97 and A10.

11. OTHER INFORMATION

The Topography of the General Area (See Topographic Map "B".

The area is at the Southwest end of the Uintah Basin which is formed
by the Book Cliff Mountains and the Green River to the South and the Uinta
Mountains to the North. The area is interlaced with numerous canyons and
ridges formed in sandstone, cobblerock, conglomerate, and shale deposits.

The majority of the smaller drainages are of a non-perennial nature
with normal flow limited to the early spring run-off and heavy thunderstorms
or rainstorms of high intensity that last over an extended period of time and
are extremely rare in nature as the normal annual precipitation is only 8".

The soils of this semi-arid area are of the Uinta Formation and
Duchesne River Formation, (the Fluviàl Sandstone and Mudstone) from the
Eocene Epoch and Quaternary Epoch (gravel surfaces) and the visible geologic
structure consists of light brownish-gray clays (OL) to sandy soils (SM-NL)
with poor gravels and shales and outcrops of rock (sandstone, mudstone,
conglomerate, and shale).

Due to the low precipitation average, climatic conditions, and the
marginal types of soils, the vegetation that is found in the area is common
of the semi-arid region we are located in and in the lower elevations of the
Uinta Basin. It consists of, as primary flora, areas of Juniper, Pinion Pine,
sagebrush, rabbitbrush, some grasses and cacti, on the upper benches with
cottonwoods, beach, willows, Russian Olives, and grasses along the lower
levels close to the wet areas and streams.

The fauna of the area consists predominately of the mule deer, coyotes,
rabbits, varieties of small ground squirrels and other types of rodents,
and various reptiles common to the



COUGAR EXPLORATION
Ute #1-2
Section 2, T5S, R4W, U.S.B.& M.

11. OTHER INFORMATION - cont...

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The area is used by man for the primary purpose of grazing domestic
livestock.

The Topography of the Immediate Area (See Topographic Map "B".

Ute #1-2 sits near the top of a ridge above Sowers Canyon. The ground
slopes through this location site to the North into a non-perennial drainage
which drains to the East into Sowers Creek, which drains to the Northeast into
the Duchesne River.

The immediate area around this location is vegetated by sagebrush and
grasses, with sparce amounts of Juniper and Pinion Pine.

All lands that will be damaged by this location site are on privately
owned (Fee) lands. The minerals are owned by the Ute Indian Tribe.

There are no occupied dwellings or other facilities of this nature in
the general area. There are no historical, or cultural sites within any
reasonable proximity of the proposed location site.

It will be determined by a certified archaeologist whether there are
any archaeological findings in the immediate area of this location site.

12. LESSEE'S OR OPERATER'S REPRESENTATIVE

Rance Denton
COUGAR EXPLORATION
Box 2304
Casper, WY 82601

Tele: 1-307-235-0712

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar with
the conditions which presently exist; that the statements made in this plan
are, to the best of my knowledge, true and correct; and that the work
associated with the operation proposed herein will be performed by COUGAR
EXPLORATION and its contractors and sub-contractors in conformity with this
plan and terms and conditions under which it is approved.

DA Raice
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** FILE NOTATIONS**

DATE:

OPERATOR:

WELLNO:

Location: Sec. T. SS R. County: L r

FLte PtepaAed EnteAed on H.I.D:

CaAd Indexed: Complet¿on Sheet:

API Numbeg J. O /J - S <> 5 Q

CHECKEDBY:

Petroleum Engineer:

Director: 0//(- C 3

Administrative Aide:

APPROVALLETTER:

Bond Requ.¿Aed: Suxvey Pfa.t RequiAed:

Oxdex Ho. 0.K. Rufe C-3

Rufe C-3(c)
, TopogAaph¿c Excepf¿on - ¢ompany owns oA contkof acAeage

w¿Ch¿n a 660' Aadius og pxoposed a¿te

Lease Dealgnat¿on Plotted on Map

AppAovaL Lettex 8/Ritten

Hof L¿ne P.I



August 18, 1980

Cougar Exploration
Box 2304
Casper, Wyoming 82601

RR: Wall No. Ute #1-28, Sec. 28, T. SS, R. 5V., Duchesne County, Utah
Well No. Ute #1-2, Sec. 2, T. 58, R. 4W., Duchesne County, Utah

Tnsofar as this office is concerned, approval to drill the above
referred to oil and gas welle are hereby granted in accordance with Rule
C-3, General Rules and Regulations and Rules of Practice and Precedure.

Should you determine that it will be necessary to plug and abandon
these walls, you are hereby requested to ipmediately.notify the followine:

MECHAELT. MINDER - Petroleum Engineer
HOME: ß76-3001
OPFECE: 533-5771

Enclosed please find Form OCC-3-X, which is to be completed whether
or not water sands (aquifers) are etcountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24
hours after drilling operations connence, and that the drilling contractor
and rig mzaber be identified.

The API numbers assigned to these wells are Ute ill-28: A3-013-30530.
Ute 91-2: 43-013-30540.

Sincerelv,

DIVISION OF DIL, CAS AND MINING

Michael T. Minder
Petroleum Enrineer

/bh

ec:
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SCOTT M. MATHESON OIL, GAS, AND MINING BOARD

Governor

CHARLES R. HENDERSON

GORDON E. HARMSTON STATE OF UTAH Chairman
E×ecutive Director,

nVATURAL R£SOURCES . DEPARTMENT OF NATURAL RESOURCES
JOHN L.BELL

DIVISION OF OIL, GAS, AND MINING c. RAY JUVELIN

CLEON B. FEIGHT 1588 West North Temple MA
LHAADN

A FA BMAN
Director Salt Lake City, Utah 84116 EDWARD T. BECK

(801) 533-5771 E. STEELE MclNTYRE

Apx¿£ 27, 19ß1

Cougax Exploxation
P.O. Box 2304
Caspex, Wyom¿ng 82601

Re: We££ No. Ute #1-2
See. 2, T. SS. R. 4W.
Duchesne County, utah

Re Wef£ No. Ute #1-28 a

See.28, T. SS. R. SW.
Duchesne County, utah

Gentlemen:

in ae£exence to above ment¿oned weffs, considexable L¿me has gone
by ainee appkovaL was obta¿ned gxomth¿s oggiee.

TML oggiee has not see,¿eved any nottgicat¿on og spudd¿ng. 1£ you do
not intend to dx¿£Lthese weL£5, ptense notigy tha DivisLon. I( spudd¿ng
ok any othex ae£¿v¿ty has taken place, please send necesaaxy gokms. 16 gou
plan on dx¿L£¿ng these Locat¿ona at a Latex date, please not.¿(y as auch:

Voux paarnpt aÆtenf¿on to the above w¿£L be gaeatly app ed¿ated.

Vexy LAu£y youts,

DIVISION AND



December 28, 1981

Cougar Exploration
P.O. Box 2304
Casper, Wyaning 82601

Re: Well No. Ute #1-2
,

Sec. 2, T. 55, R. 4W
Duchesne County, Utah

Well No. Ute # 1-28
Sec. 28, T. 53, R.5W

SW Duchesne County, Utah

Gentelemen:

In reference to the above mentioned wells, considerable time has gone
by since approval was obtained form this office.

TB&adoffice has not recieved any notification of spudding. If you do
not intend to drill these wells, please notify this Division. If spudding
or any other activity has taken place, please send necessary forms. If we
do not hear from jlour companywithin fifteaandays, we will assume you do not
intend to grill these wells, and action will be taken to terminate the application.
If you plan to drill this location at a later date, please notify as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIVISIONOFOIL, GASAND
M MINING

Cari Furse
Clark



' Á STATEOF UTAH Scott V Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Loke City, UT84114 • 801-533-5771

March 12, 1982

Cougar Exploration, Inc.
One Denver Place, Ste 1260
999 18th Street
Denver, Colorado 80202

Re: Well No. Ute #1--2
Sec. 2, T. 5S, R. 4W.
Duchesne County, Utah

Well No. Ute 1--28
Sec. 28, T. 5S, R. 5W.
Duchesne County, Utah

Gentlemen:

Approval to drill the above mentioned wells, which was granted in our letter
of August 18, 1980 & August 18, 1980 , is hereby terminated for failure to
spud them within a reasonable period of time.

If and when you should decide to drill these wells, it will be necessary for
you to again obtain the approval of this Division.

Very truly yours,

DIVISION OF OIL, GAS AND MINING

Cleon B. Feight
Director

Board /Charles R Henderson, Chairrnan • John L Bell • E. Steele Mcintyre • Edward T. Beck
Robert R. Norrnan · Margaret R. Bird • Herrn Olsen

o- ecual opoodunny emp:Over . please recyc e
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